SWING CHECK VALVE
GGG 40.3/RG5/ST. STEEL
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FAK-ARMATUREN Hamburg

Valve supplier for industry and shipbuilding

* Flanged ends acc.to DIN EN 1092-2 PN 10/16 (DIN 2501)
* Face to face acc.to DIN EN 558-1 ( DIN 3202 F6 )

* Nominal Pressure

DN 40-DN 150
DN 200 - DN 400

+{ 120°C)

16 bar
10 bar

* Suitable for horizontal and vertical pipelines
( upward flow direction )

* Materials Fig.1
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No. | Part Name

GGG 40.3 / Rg5 |GGG 40.3 / St.Steel

| 1 [ Body | GGG 403 | GGG 403 [
2 | Cover | GGG403 | GGG 40.3

| 3 |BodySeat | G-CuSn5ZnPb | X5CrNi 189 \
4 | Disc GGG 40.3 GGG 40.3

| 5 [DiscSeat | GCusSn5ZnPb [ X5CrNi 189 [
6 | Disc Lever GGG 40.3 GGG 40.3

| 7 | Lever Pin | X5CrNi189 [ X5CrNi 189 |
8 | Spindle X5CrNi 18 9 X5CrNi 18 9

Carbo Carbo

2 st ( Asbestos Free) | ( Asbestos Free)
10 | Stud & Nut Steel Steel

| 11 Lever | Steel | Steel }
12 | Weight GG 25 GG 25

| 13 | Disc Ring | EPDM | EPOM |
14 | Press Plate | Steel Steel

| 15]Bolt | Steel | Steel [

* Application

Seawater, crude oil, lubricating oil, fresh water, fuel-oil up to

180°C ( Rg5 trim )

Crude oil, lubricating oil,fresh water,fuel-oil up to 225°C (st.steel trim)

Disc With Rubber Gasket

Fig. 2 Working temperature up to 125°C
PN| DN |40 | 50 | 65 | 80 [100]125] 150200250 [300] 350 | 400 |
| L [180 | 200 | 240 | 260 | 300]350]400 [ 500]600]700] 800 | 900 |
L1 | 190 | 200 | 255 | 270 | 330|350 (365 500|575 615 | 760 | 895
| L2 [120 [ 120 | 130 | 140 [ 145[175]210]240]260]290] 310 [ 420 |
10 | @D | 150 | 165 | 185 | 200 | 220|250 | 285 | 340|395 | 445/ 505 | 565
116 @D [ 150 | 165 | 185 | 200 | 220|250 285 | 340|405 | 460 520 | 580 |
H | 115 | 115 | 138 | 160 | 160|190 225 300|325 410|420 | 450

| kg Fig. 1 [9,2 | 10

| 15,6| 22 [26.2[42.5] 67 [158 fi62.8] 280] 460 | 590
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