T&Y TYPE STRAINER m
GGG 40.3/ST. STEEL FAK-ARMATUREN Hamburg

Valve supplier for industry and shipbuilding

* Flanged ends acc.to DIN EN 1092-2 PN 10/16 (DIN 2501)
* Face to face acc.to DIN EN 558-1 ( DIN 3202 F1)

* Nominal Pressure :( 120 °C)

DN 15-DN 150 = 16 bar
DN 200-DN 300 = 10 bar
DN 350-DN 450 = 6 bar
DN 500-DN 600 = 4 bar

* Screen Perforations :
Fig. 1.055 =@ 3 mm
Fig. 2.055=@ 3 mm

Fig.1 | 05006 21 ...
Fig.2 | 05001 21 ...

* Materials

No.| Part Name |GGG 40.3 / St.Steel

| Body | GGG 40.3
Bonnet GGG 40.3
| Screen | X2CrNiMo 18 10

1
2
3
| 4 | Gasket Carbo
5
6

(Asbestos Free)
| Stud & Nut | Steel E
Drain Plug CuZn39Pb3

* Application
For wate r, compressed air and oil up to 225°C

X=45° DN 15-150
X =60" DN200 - 600

e [ on | 15| 20 |25 [32 |40 | 50 [ 65 | 8o [ 100 [ 125 [150 200 [250 [ 300 350 | 400 | 450 500 [ 600
B | L [130] 150 160 [180 | 200|230 | 290 | 310] 350 | 400 | 480 [600 [730 | 850 980 | 1100 1200] 1250|1450
H | 75| 75 |90 | 90 | 130|140 | 145 | 180| 220 | 235 | 310 [420 |380 | 525| 625|680 | 730 | 810 | 940
| m| 70| 70| 8] 80| 90| 98] 110] 133]156 | 182 | 218 253|314 | 350 380|420 | 510|510 | 570
10 | @D | 95 | 105| 115|140 | 150 | 165 | 185 & 200| 220 | 250 285 | 340 | 395 | 445 | 505 565| 615| 670| 780
| 16 | @D | 95 | 105 115|140 [ 150 165 | 185 | 200] 220] 250 285 | 340 | 405 | 460 520] 580 640| 715 840
Fig.1 | 27 35|45 62| 72|96 |13 | 17 | 25 | 37 | 51 | 125|190 | 255| 430/ 482| 700|800 | —

Fig. 2 Z245: |53 4 6 68| 10 | 155 20 | 30 | 43 | 62 | 110| 152 | 220| 306| 466 | 490 | 695 {1100

Capacity : Water I
V= 1.5 m/sec. 15 | 20 25 32 40 50 65 | 80 | 100 |125 |150 |200 |250 |300 |

Fig. 1 (m’lhj 20_8‘ 32.5| 53.4 I 78.4 I 110 l183 |235 L 350 | 430 |700 | 730 i 1210|2290 | 3500
Fig. 2 (m¥h) 20.8 | 32.5| 53.4 | 78.4 | 110 |183 |235 | 350 | 430 | 700 | 730 1210{2290 | 3500

FAK-Armaturen GmbH ¢ Lademannbogen 53 ¢ 22339 Hamburg ¢ +49 (0)40 53 89 49-0 ¢ +49 (0)40 53 89 49-92 « infof@fak-armaturen.de



